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40 CFR Ch. | (7-1-11 Edition)

TABLE 3 TO SUBPART ZZZZ OF PART 63—SUBSEQUENT PERFORMANCE TESTS

As stated in §§63.6615 and 63.6620, you must comply with the following subsequent perform-

ance test requirements:

Foreach. . .

Complying with the requirement to . . .

Youmust. . .

1. New or reconstructed 2SLB stationary
RICE with a brake horsepower >500 lo-
cated at major sources; new or recon-
structed 4SLB stationary RICE with a
brake horsepower >250 located at
major sources; and new or recon-
structed Cl stationary RICE with a
brake horsepower >500 located at
major sources.
. 4SRB stationary RICE with a brake
horsepower >5,000 located at major
sources.
. Stationary RICE with a brake horse-
power >500 located at major sources
and new or reconstructed 4SLB sta-
tionary RICE with a brake horsepower
250<HP <500 located at major sources.
4. Existing non-emergency, non-black
start Cl stationary RICE with a brake
horsepower >500 that are not limited
use stationary RICE; existing non-emer-
gency, non-black start 4SLB and 4SRB
stationary RICE located at an area
source of HAP emissions with a brake
horsepower >500 that are operated
more than 24 hours per calendar year
that are not limited use stationary RICE.
Existing non-emergency, non-black
start Cl stationary RICE with a brake
horsepower >500 that are limited use
stationary RICE; existing non-emer-
gency, non-black start 4SLB and 4SRB
stationary RICE located at an area
source of HAP emissions with a brake
horsepower >500 that are operated
more than 24 hours per calendar year
and are limited use stationary RICE.
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Reduce CO emissions and not using a
CEMS.

Reduce formaldehyde emissions ............

Limit the concentration of formaldehyde
in the stationary RICE exhaust.

Limit or reduce CO or formaldehyde
emissions.

Limit or reduce CO or formaldehyde
emissions.

Conduct subsequent performance tests
semiannually.’

Conduct subsequent performance tests
semiannually.?

Conduct subsequent performance tests
semiannually.?

Conduct subsequent performance tests
every 8,760 hrs. or 3 years, whichever
comes first.

Conduct subsequent performance tests
every 8,760 hrs. or 5 years, whichever
comes first.

1 After you have demonstrated compliance for two consecutive tests, you may reduce the frequency of subsequent perform-
ance tests to annually. If the results of any subsequent annual performance test indicate the stationary RICE is not in compliance
with the CO or formaldehyde emission limitation, or you deviate from any of your operating limitations, you must resume semi-
annual performance tests.

[75 FR 51596, Aug. 20, 2010]

TABLE 4 TO SUBPART ZZZZ OF PART 63—REQUIREMENTS FOR PERFORMANCE TESTS

As stated in §§63.6610, 63.6611, 63.6612, 63.6620, and 63.6640, you must comply with the fol-
lowing requirements for performance tests for stationary RICE:

Complying with the
requirementto . . .

According to the following re-

You must . . . quirements . . .

Foreach. . . Using . . .

1. 2SLB, 4SLB, and | a. Reduce CO . Measure the O,
Cl stationary emissions. at the inlet and lyzer.
RICE. outlet of the con-

trol device; and

(1) Portable CO and O, ana- | (a) Using ASTM D6522—-00
(2005) @ (incorporated by
reference, see §63.14).
Measurements to deter-
mine O, must be made at
the same time as the
measurements for CO con-
centration.
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